
>> FST PURE® flat tube eliminates unwanted reflections from room light compared to conventional tubes 
designs and increases viewing angle

>> 3D Y/C Digital Comb Filter provides more accurate processing of RF and composite video signals for a sharper, 
cleaner picture

>> MTS Stereo with dbx® provides full broadcast stereo sound quality with access to bilingual or secondary audio signals

>> Color Temperature Control provides 3 settings that enables the consumer to get the best picture possible for 
any viewing environment or preference.

>> Tri-Lingual OSD allows for easy operation for English, Spanish, and French speaking viewers

>> Front Panel A/V/S Input for easy connection of video games or a camcorder

32AFX54

• Double Baffle Speaker System
• StableSound®

• FST PURE® Fine Pitch Flat 
Picture Tube

• 3D Y/C Digital Comb Filter 
• 16:9 Mode
• Color Temperature Control

• Sleep Timer
• Channel Lock

ADVANTAGE TOSHIBA

32” CINEMA SERIES®

KEY FEATURES
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http://www.tacp.toshiba.com  Customer Service: 800.631.3811
Marketing Communications © Toshiba America Consumer Products, LLC 
82 Totowa Road, Wayne, NJ 07470  (2004). All Rights Reserved (09/04.01)
dbx is a registered trademark of Carillon Electronics Corporation.
ColorStream and StableSound are registered trademarks of Toshiba 
America Consumer Products. Product design and specification subject to
change or modification without notice.
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Screen Size 32" Diagonal

CRT Type FST PURE®

Advanced Velocity Scan Modulation X

Digital Comb Filter 3D Y/C (4 MB, 10 Bit)

with Vertical Contour Correction X

Color Temperature Control (Warm/Medium/Cool) X

Black Level Expander X

16:9 Mode with Vertical Compression X

Video Noise Reduction Auto Sharpness

MTS Stereo/SAP with dbx® X

StableSound® X

Surround Sound X

Double Baffle Speaker System X

BBE® Sound X

Audio Wattage (Total) 10 W

Universal Remote Control               4-Item Illuminated with DVD Control

Tri-Lingual Icon On-Screen Display X

Off/Sleep Timer X

Closed Caption on Mute X

V-Chip X

Noise Muting X

Channel Return X

Channel Lock X

Power Return X

Favorite Channel X

Channel Labeling X

RF Input X

Rear A/V Input 2

Rear S-Video Input X

ColorStream® Component Video Inputs (Y, Pb, Pr) X

Front Panel A/V Inputs A/V/S

Video Output X

Audio Outputs (Fixed) X

Cabinet                                                         Two-Tone, Silver & Black

Optional Matching Stand ST3264

W x H x D (in inches)                                    34 1/2 x 26 1/2 x 22 5/8

W x H x D with stand (in inches)                  34 1/2 x 46 x 23 7/8

Weight/Weight w/Stand (lbs) 147/231

UPC 022265232293
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VIDEO
>> FST PURE® Fine Pitch Flat Picture Tube - This "purely flat" 

picture tube delivers increased viewing angle along with the 
enhanced picture linearity necessary to produce accurate 
life-like images.

AUDIO
>> Double Baffle Speaker System - Provides improved stereo 

sound reproduction without connecting additional speakers.

>> StableSound® - Maintains television volume within a preset 
range regardless of the source signal

CONVENIENCE
>> Sleep Timer - Allows the viewer to set the television to shut 

off automatically after a preset amount of time.

>> Channel Lock - Selected channels can be locked out to 
prevent viewing. Channels can be unlocked by entering a 
secret code.

TECHNOLOGY & BENEFITS
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